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Congratulations on the purchase of your new dash pad from Rhino Fabrication.  The pad you have purchased was made in the USA by 
craftsmen that honestly care about their end product, and the quality within.  Each pad is formed, poured, trimmed and packaged in Oregon at our 
small manufacturing facility.  We have attempted to provide you with a functional and cosmetically beautiful product for your automobile that you can 
be proud of.  We hope you have years of satisfaction knowing that the pad you have purchased was made in America, Crafted by American Labor 
and fits you American Vehicle. 

Since you have invested a great amount your hard earned dollars to purchase this product we would like to provide you with some 
information to help you in the process you are about to attempt.  We have provided you with the finest fitting product for your vehicle available on the 
market today.  Your new dash pad has been hand trimmed to an oversize state on a check fixture that was created from a factory stamped article.  
This fixture requires a great amount of time and resources to complete but also ensures proper fitment of our product before it leaves our facility. 

  We also realize that every dash pad our customers receive will require some custom trim during installation to ensure the best end result.   

The install you are about to undertake is very difficult for some individuals and that is why we strongly recommend that if you are not highly 
experienced in soft trim installation, DO NOT PROCEED.  We suggest that you seek a professional to complete this install for you if you have any 
doubts of your talents regarding this install.    As we stated before, we are very glad you purchased our product, but we are not overly anxious to sell 
you a replacement because you destroyed this new pad during the install.  Please consider your skill level before proceeding.  Once you cut, trim, 
mark or otherwise alter this pad you will not be allowed credit and or return.  

If you have decided to proceed we suggest the following: 

Preparation: 

Prior to attempting to install your new dash pad the following issues need to be addressed. 

1. Remove the right and left side A pillar moldings. 
2. Remove right and left lower inside windshield garnish moldings. 
3. Remove the speaker grille. This will allow access to the radio speaker and the defroster diffusers. 
4. Remove both defroster diffusers. 
5. Loosen the Instrument Cluster 
6. Remove radio speaker. 
7. Remove the stainless trim that encompasses the lower edge of the dash pad. Use extreme caution when removing these trim strips. They 

are held in place with spring clips and damage to the dash and/or the trim can result if handled improperly. 
8. Remove and old foam or adhesive from the steel dash frame. This surface needs to be completely free of all foreign matter to allow for the 

best fit of your new dash. 
9. Loosen the two bolts that hold the steering column in place allowing the column to drop gently downward for better access to the dash 

area. 
Caution: We highly recommend that your new dash pad is installed within 30 days of purchase. Your new dash pad does need adhesive for 

installation. The factory trim moldings will assist in securing the pad in position but adhesives are also suggested. An ideal installation 
temperature is 70-80 degrees. This will allow the pad to remain flexible during the installation. Do not under any circumstances allow the 
pad to sit in extreme heat such as direct sunlight for any extended time. The pad will distort and be ruined if subjected to these conditions 
prior the installation. 
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Installation: 
1. Remove the instrument cluster from its attaching points. Remove the lower trim, speaker grille and windshield garnish moldings and end 

caps. 
2. Slide the dash pad onto the metal dash frame. Work carefully to fit the edges of the pad between the instrument bezel and the metal dash 

surface. Do not trim any material from the lower edge of the pad at this time. The RF306 has been trimmed very close to the actual size at 
our facility so please use caution when trimming.  Gently press the pad forward to allow the pad to slip down into the recessed speaker 
area. If your pad fails to move forward enough to fit the opening it may be necessary to pull the pad away from the metal frame and 
observe the far ends of the dash pad where it contacts the metal frame of the car. Your dash pad may need some foam material removed 
from the backside of the pad where the ends of the pad fit in the metal dash. Do not use excessive force on the pad or the ends could be 
damaged.  We have minimized material initially in our manufacturing process but since each vehicle is unique your application may require 
the removal of additional foam. Take time to remove foam material in slow increments and check fitment often. 

3. Remember you are only removing foam from the ends of the dash pad that might be contacting the rearward protruding points of the metal 
dash frame. Do not get carried away here. You can destroy your dah pad if too much material is removed during your fitment. 

4. Slight trimming of the vinyl skin may be needed on each end of your dash pad. As the pad fits forward on the metal frame, the front ends 
will need to be relieved slightly to avoid tearing the dash pad. Use the metal end caps on the A pillar moldings that you removed earlier to 
test fit how much trimming is allowed. Once the pad drops into the recess for the speaker area you are ready to begin fine-tuning the 
outside perimeter of your dash pad. We have provided you with enough material on the dash pad to allow garnish moldings to cover the 
edges of the pad. Use extreme caution! Do not trim away too much material from the edges of your pad. Very little material, if any needs to 
be removed. Take your time! The appearance of your pad depends on it.  

5. Once you are satisfied with the fitment remove the pad and use your adhesives to reattach your pad to the vehicle. 
6. It is now time to fit and install the lower windshield garnish moldings. Do not tighten any of the screws until all screws have been started. 

Then gently snug all screw evenly. Do not over tighten these mounting screws as leakage of the windshield gasket could result. 
7. Position the defroster bezels onto the dash pad and secure with the factory crews.  Do not over tighten these screws as the pad will be 

distorted with excessive pressure.  
8. Fit and install both A pillar moldings. 
9. It is now time to install the lower dash pad trim molding. Apply light downward pressure to the dash pad and use a scratch awl to locate the 

mounting holes for the trim clips. With the clips mounted in the trim molding begin pressing the molding into place. Apply pressure only 
directly over the clip location or the molding will be bent. Continue until all clips are seated. Install the chrome flat end caps onto the dash 
pad. You may reattach the instrument cluster and steering column at this time. 

10. Inspect the installation and when you are satisfied with the fitment use a razor knife to gently trim the excess material from beneath the 
lower trim molding. Use caution so as not to scratch the painted dash surface or cut your new dash pad. 

11. Install and attach any remaining components removed during the install. 
 

You should have a beautiful dash pad now installed in your vehicle.  We hope that you enjoy the view each time you get behind the wheel.  Thank 
you again for purchasing our product. 

Sincerely,  

Rhino Fabrication 
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